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Article 8.5 Existing Streets 
Administrative Design Adjustment Findings 

The Development Services Director may in accordance with Sec. 10.2.18. approve a design 
adjustment, subject to all of the following findings.  Describe how each item is met: 

A. The requested design adjustment meets the intent of this Article;

B. The requested design adjustment conforms with the Comprehensive Plan and adopted City
plans;

C. The requested design adjustment does not increase congestion or compromise safety;

D. The requested design adjustment does not create additional maintenance responsibilities
for the City; and

E. The requested design adjustment has been designed and certified by a Professional
Engineer.

Per Article 8.5.1.A, Intent, Item 3: Design Adjustments pursuant to 8.1.G may be appropriate when 
an existing building would impede expansion, when transitioning from a different street section, or 
where strict compliance with this UDO and the Raleigh Street Design Manual would pose a safety 
hazard.  This Design Adjustment from Strict conformance to the designated Streetscape 
requirements as specified by ASR Transportation Review Comments regarding public right of way 
dedication of street widening requirements for N Blount St. as Avenue 4-Lane, Parallel Parking, and 
North St. as Main Street, Parallel Parking, meet this intent.

The Heck-Andrews House at 309 N. Blount St, a State of NC Historic Site per Ordinance No. 
(1972)-308, within the City of Raleigh’s Blount St. Historic Overlay District, listed on the 
National Historic Register of Historic Places, lies within the 1 sq. mile Original Raleigh Christmas 
Plan.

The proposed Design Adjustment does not make any changes to the existing street frontage or 
street access that would increase congestion or compromise safety.

The proposed Design Adjustment does not make any changes to the existing street frontage or 
street access that would create additional maintenance responsibilities for the City.

The Administrative Site Plan Review drawings submitted with this Design Adjustment have been 
designed and prepared by members of the Design Team lead by the Registered Architect of Record, 
and include the Civil Engineer of Record:
AS-1e   Existing Conditions Site Plan
AS-1     Proposed Site Plan
AS-4     Transportation Site Plan
CE-1     Utilities Site Plan
CE-2     Utilities Details
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